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GECOL 450 Blanco
White cement type 42.5 compound for masonry applications

Uses

Excellent whiteness.

Obtaining of different types of mortar when mixed with
aggregates of different kinds.

Suitable for grouts, flooring and paving.
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White cement compound, ready to mix with
aggregates of different types (lime, siliceous, dolomite,
etc.) and granulometry to carry out different types of
masonry mortar (concrete block construction,
masonry, plastering, grouting, etc).

It is an ideal material of grouting joints, flooring and
paving.

It can be used in either interiors or exteriors.

It should be particularly vigilant with aggregate with·
which it is mixed to obtain the appropriate mortar.

Once of mortar installation has been made, it is·
advisable to rehydrate in order to it can acquire all
its properties.

Do not use the product in humid weather, when it is·
raining or when frost is expected or in the sun, as
they may reduce product features. 

If in doubt, always consult with our Technical·
Department.

As a general rule, all substrates must be: sturdy, clean,·
stable, rough, flat, with some degree of moisture and
absorption and totally set-up (hardened)

On porous substrates or in warm weather, the substrate·
must be previously moistened and you must wait for the
film of water to disappear.

In use as grouting; we must in ensure that the joints are·
clean and free of debris or other particles of cement,
which will guarantee a more homogeneous product
drying.

Prior to grouting on a dry substrate, we suggest·
uniformly moistening the joints bearing in mind,
however, that too much moisture or a temperature
below 5 °C will not guarantee that it has a good
consistency.

In use as made from cement; we must always respect·
the application temperature on the support. 

Areas of application

Directions for use

1_Before getting started

2_Substrate preparation
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Apply the paste by the traditional method,·
moistening the substrate.

In use as grouting; spread the product with a rubber·
trowel, let the mixture harden, moisten and remove
the excess product with a wet cellulose sponge.

Avoid the use of esparto grass, since this can damage·
and dirty the joint.

Finish up the cleaning job with a dry cloth.·

Mix the product with clean water until you have a·
smooth and lump-free paste.

Let it rest and then mix the paste again.·

When used as a compound; to mix with the·
aggregate in the right proportion, for obtaining
optimal mortar to the required needs. The amount of

water indicated on the packaging is a guideline and
may vary by a small percentage depending on the
geographic region of the production.

Mixes with more or less thixotropic consistency may·
be obtained, depending on the application desired.

Do not use in aggressive environments works.·

Either with structural elements of any type.·

Do not mix with plaster, anhydrite, etc.·

Clean any residue on the tools and coated surfaces
with water before the product hardens.

Twenty-four months from date of manufacture in a sealed package and
protected from the weather

Mixing water: 12 litres / 25 kg approx.

Pot life of the mix: 30 minutes.

Stand time: 5 minutes.

Application temperature: from +5º C to +35º C
(measured on the substrate).

Resistance to compression: greater than 42,5 N / mm2

Start of setting: greater than 60 minutes.

Reaction to fire: Euroclass A1.

Application

Ultimate performance

Storage

As with other aggregates mix: Depending on the type of mortar
or application.

As grout (kg / m2) Varies depending on the size of the ceramic, width
and depth of the joint.

Packages: 25 kg plasticised paper bags.

Colour: white.

Composition: white cement, fine granulometry mineral fillers
and additives.

Apparent density of powder: 1.00 +/- 0.10 kg/litre.

Consumption

Supply

Product

Estimated consumption 

 mm 5 x 5 10 x 10 15 x 15 20 x 20 30 x 30

 1 0.3 0.2 0.2 0.2 0.1

 2 0.6 0.5 0.4 0.3 0.2

3_Preparation of the mix 

4_Application

Limits of use Cleaning

Prior to the use of this adhesive, we recommend consulting the instruction manual.
The information provided in this technical documentation has been obtained under
standard laboratory conditions, and so may vary depending on the on-site
installation and on the specific weather conditions, which are beyond our control.

GECOL guarantees that their auxiliary products will perform flawlessly in the
situations listed. Materials from other brands or situations other than those
described can affect the physical and aesthetic properties of our products.

Warnings

Hazard

H315 Causes skin irritation.

H317 May cause an allergic skin
reaction.

H318 Causes serious eye damage.

H335 May cause respiratory irritation.

Precautionary

P102 Keep out of reach of children.

P103 Read label before use.

P261 Avoid breathing dust.

P280 Wear protective gloves /
protective clothing / eye protection /
face protection.

P302 + P352 IF ON SKIN: Wash with
plenty of soap and water.

P305 + P351 + P338 IF IN EYES: Rinse
cautiously with water for several
minutes. Remove contact lenses, if
present and easy. Continue rinsing.

GHS07 GHS05

P310 Immediately call a POISON
CENTER or doctor.

P501 Dispose of contents / container in
accordance with current legislation
waste treatment.

1999 /45 / EC The product contains
Chromium VI reducer, declared the
period of effectiveness is indicated on
the packaging.

Safety data

DANGER




