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Regulations

GECOL Cal

ACCORDING

EN:459-1

According to the European
standard UNE EN 459-1

BUILDING LIMES

CL90 S-3

Hydroxide lime for masonry applications

Excellent whiteness.

Obtaining different types of mortar when mixed 
with aggregates of various kinds.

Sustainable construction. Eco-friendly.
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GECOL Cal is calcium hydroxide or a hydrated lime
ready to be mixed with aggregates of different grain
size and nature (limestone, siliceous, dolomite, etc.),
although it also allows direct use without need to add
aggregates, just by mixing with the quantity of water
required for use in construction.

When mixed with aggregates, different types of
mortars may be prepared, with much higher
workability and plasticity than those provided by
cement and, on its own, as cladding for interior and
exterior walls. 

The presence of lime gives the material a high degree
of permeability, both to air and to water vapor,
thereby preventing humidity-related problems. 

Due to its versatility, calcium hydroxide is used for
different purposes, such as, for example, drying and
stabilization of floors, pH corrector, disinfectant, sludge
drying and neutralization, treatment and
neutralization of urban and industrial wastewater, etc.

It has excellent whiteness.

It can be used for both interiors and exteriors.

Product description and use

Application temperature: from +5 °C to +35 °C 
(measured on the substrate)

Reaction to fire: Euroclass A1

CaO + MgO: 95 % +/– 2 %

Available Lime Index: 94 % +/– 2 %

CO2: 2.0 % +/– 0.5 %

Higroscopic water: 0.5 % +/– 0.2 %

Volume stability: 0.10 mm +/– 0.05 mm

Application

Ultimate performance

It varies depending on the type of mortar and application in question

20 kg (approx.) plasticized paper bags

Color: white

Constituents:

- SiO2:    1.0 % +/– 0.3 %
- Al2O3:  0.4 % +/– 0.1 %
- Fe2O3:  0.2 % +/– 0.1 %
- MgO:   1.0 % +/– 0.2 %
- SO3:     0.2 % +/– 0.1 %

Granulometry:

- Retained by a 200 micron sieve: 0.2 % +/– 0.1 %
- Retained by a 90 micron sieve: 0.8 % +/– 0.2 %

24 months from date of manufacture in a sealed package and
protected from the weather

Coverage

Supply

Product

Storage

Prior to the use of this adhesive, we recommend consulting the instruction manual.
The information provided in this technical documentation has been obtained under
standard laboratory conditions, and so may vary depending on the on-site
installation and on the specific weather conditions, which are beyond our control.

GECOL guarantees that their auxiliary products will perform flawlessly in the
situations listed. Materials from other brands or situations other than those
described can affect the physical and aesthetic properties of our products.

Warnings

Hazard

H315 Causes skin irritation.

H317 May cause an allergic skin
reaction.

H318 Causes serious eye damage.

H335 May cause respiratory irritation.

Precautionary

P102 Keep out of reach of children.

P103 Read label before use.

P261 Avoid breathing dust.

P280 Wear protective gloves /
protective clothing / eye protection /
face protection.

P302 + P352 IF ON SKIN: Wash with
plenty of soap and water.

P305 + P351 + P338 IF IN EYES: Rinse
cautiously with water for several
minutes. Remove contact lenses, if
present and easy. Continue rinsing.

GHS07 GHS05

P310 Immediately call a POISON
CENTER or doctor.

P501 Dispose of contents / container in
accordance with current legislation
waste treatment.

1999 /45 / EC The product contains
Chromium VI reducer, declared the
period of effectiveness is indicated on
the packaging.

Safety data

DANGER


