
GECOL Caucho

Flexible, fibre-reinforced waterproofing coating.

Impervious to rainwater.

High elasticity and tensile strength.

Non-flammable.

Ready to use. Low tack.

Excellent resistance to abrasion.

Fibre-reinforced.

Commissioning requirements

· The indications for use refer, where provided, 
according to our tests and knowledge and do not 
free the consumer from the study and verification of 
the product for its specific use.

· Other uses or other applications not described will 
not be considered within the product warranty.

· Before using this product, we recommend 
consulting the user manual

· The data provided in this technical documentation 
has been obtained under standard laboratory 
conditions, so they may vary depending on the 
installation and the particular environmental 
conditions, which are beyond our control.

· The marking of this product is set in accordance 
with the provisions established in the Technical 
Data Sheet and exclusively under the conditions 
that it indicates for the technical analysis and 
continued verification of the regularity of the 
product.

· GECOL guarantees the perfect behavior of its 
auxiliary products in the indicated situations.

· Materials from other brands or situations not 
described may affect the physical and aesthetic 
properties of our products.
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Uses
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Areas of application

Directions for use

Semi-fluid coating based on acrylic copolymers in 
aqueous dispersion, fibreglass-reinforced and free of tar 
and asphalt.

Suitable for waterproofing terraces and repairing roof 
leaks, crack bridging, joint treatment and tile repair, in 
new constructions as well as for the rehabilitation of old 
buildings or small repairs.

Suitable for application on the following substrates:

  -  Terracotta

  -  Ceramic tile

  -  Ceramic brick

  - Cement mortar

  -  Concrete

  -  Fibre cement

  -  Natural stone

  - Do not apply to icy surfaces or those that may be subject 
to frost during the 24 hours after product application, 
those exposed to full sun or with a substrate exposed to 
high temperatures.

  - Protect the area around the application surface, using 
water to clean any possible splashed product, always 
before it hardens.

  - Intermittently walkable/traffic bearing   
(except heavy traffic).

  - Do not place sharp objects on the product.

  - If the coating cracks due to mechanical reasons such 
as sharp or continuous friction, it must be repaired 
immediately to prevent water from penetrating into 
the substrate.

  - For joints with vertical walls, 15 cm of fibreglass 
reinforcement is required.

  - Protect the upper edges of the coating against 
penetration by rain water.

  - Avoid excessive thickness.

  - If in doubt, always consult our Technical Department.

1_Before getting started  

2_Substrate preparation  

  - As a general rule, all substrates must be: sturdy, hard, 
clean, stable and dry. 

  - Pay special attention to special areas (drains, perimeter 
joints, expansion joints, slopes, etc.), treating them 
separately if necessary.

  - Cover all cracks and joints with a glass-fleece-reinforced 
bridging system. 
 
 

  - If there is mastic or asphalt in the expansion joints, we 
recommend bridging them properly with an elastic 
polyester reinforcement.

  - Whenever necessary, correct slopes to prevent vertical 
surfaces from becoming waterlogged.

  - Treat efflorescence with GECOL Desincrustante, 
immediately rinse and let dry, then apply  
GECOL Caucho.

3_Application  

  - GECOL Caucho is a ready-to-use product.

  - Prior to using it, shake package contents mechanically 
until fully mixed.

  - Apply a primer coat, using a brush, roller or spray, 
diluted to 15% in water.

  -  Once the primer coat is dry (after 24 hours, depending 
on ambient conditions), apply an undiluted second coat 
perpendicularly to the primer coat.

  - We recommend a third application in order to obtain 
complete waterproofing.

  - Once drying is completed (24 hours after the last coat), 
there must be a minimum thickness of 1 mm at  
any point.
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Technical data

DANGER

SAFETY DATA

GHS07

Hazard

H317 May cause an allergic skin reaction.

Precautionary 

P101 If medical advice is needed, have 
container or label.

P102 Keep out of reach of children.

P103 Read label before use.

P260 Do not breathe vapor / spray 
product.

P285 In case of inadequate ventilation 
wear respiratory protection equipment.

P302 + P352 IF ON SKIN: 
Wash with plenty of soap and water.

P301 + P330 + P331 IF IN CASE OF 
SWALLOWED: 
Rinse mouth. Do not induce vomiting.

P312 Call a poison control center or 
physician if you feel unwell.

P501 Dispose of contents and container 
in accordance with national regulations.
  

Consumption

Minimum recommended 2 kg / m2 (3 coats).

Supply

Packages: 4 and 20 kg. drums

Colours: Red, white, green, grey and black.

Product

Composition: Acrylic polymers in dispersion, fillers, organic additives 
and mineral pigments.

Density: 1,23 +/- 0,1 g / cm3.

Viscosity: 200 +/- 10 poise (20ºC).

Storage

Twenty-four months from date of manufacture in a sealed package and 
protected from the weather.

Application

Application thickness: 2 – 3 mm.

Ready to use paste.

Wait time between coats: 24 hours.

Return to service time: 48 hours.

Final membrane thickness: minimum of 1 mm over the entire surface.

Application temperature: from +5 °C to +35 °C   
(measured on the substrate).

Ultimate performance

Washability: 5,000 scrub cycles

Minimum temperature F.F.: +5 °C.

Elongation: 200 % +/- 25%

Dry film appearance: Silky matte.

Flash point: Non-flammable.

pH: 8 +/- 1

COV content: 4,5 g / l 

Limits of use Cleaning

Do not apply on:

  - Water-soaked substrates.

  - On surfaces with continuous or heavy traffic.

  - In places where water may pool.

Clean any residue on the tools and coated surfaces with 
water before the product hardens.

Safety data


