
GECOL Elastic–PU

Two-component, high deformability and high-performance 
polyurethane adhesive for flexible flooring

Suitable on PVC, epoxy, steel, wood and general floor coverings  
of high elasticity.

Ceramic applications on polyester pools.

Excellent performance under the most compromised conditions:  

 - High traffic pavements.       

 - Floors with radiant air conditioning.     

 - Sports facilities.

No solvents.

No vertical slip (null sliding). 

Ensure a total tightness in the applied surface.

Uses Regulations

Commissioning requirements

· The indications for use refer, where provided, to 
Norma UNE 138002, in effect since February 2017: 
“General rules for the execution of cladding with 
ceramic tiles by adhesion”. Following always the 
specifications and applications of this. 

· Other uses or other applications not described in 
said Standard will not be considered within the 
product warranty.

· Before using this adhesive, we recommend 
consulting the user manual.

· The data provided in this technical documentation 
have been obtained under standard laboratory 
conditions, so they may vary depending on the 
on-site installation and on the specific weather 
conditions, which are beyond our control.

· GECOL guarantees the perfect performance of its 
auxiliary products to the indicated situations. 
Materials from other brands or situations not 
described may affect the physical and aesthetic 
properties of our products.
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According to the European
standard UNE EN 12004
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Application areas

How to use

Two component polyurethane adhesive, solvent-free, 
suitable for adhesion of all types of coatings:

  - Flexible flooring.

  - Metals.

  - Concrete.

  - Stable polyester fibres.

  - Stone.

  - Ceramics.

  - Wood, parquet, etc.

  - PVC and rubber floors.

  - Sports coatings.

  - Placement of all kinds of shower trays   
(fibre, resin, natural stone, ceramic, etc.)

Suitable for flooring and interior and exterior coatings 
on absorbent and non-absorbent deformable supports 
for domestic, commercial, industrial and urban furniture, 
even in areas subject to sudden   
temperature environments.

  - Respect the proportions of the mixture.

  - Protect properly the products sensitive to the spots 
(limestone, ceramic, polished, etc.).

  - Attention: once hardened, the product cannot  
be removed.

  - It is advisable to respect joints between 3 mm pieces 
indoors and 5 mm outdoors.

  - Once opened, the product polymerizes, and may 
become unusable in later uses.

  - In polyester pools make a preliminary sanding of the 
entire surface. 

  - During installation, avoid penetration of water between 
the support and the part and provide for the final 
protection with cornices, flushing, etc.

  - The open-time and lifetime values of the mixture 
may vary depending on the atmospheric conditions 
(temperature and humidity).

  - For the placement of shower trays there should be 
no hollow areas in the joint, thus avoiding a possible 
breakage of this.

  - In case of doubt, always consult our Technical 
Department and for more information request the safety 
sheet of the product.

1_Previous recommendations  

2_Substrate preparation 

  - As a rule, all supports must be clean, stable, free of dust, 
dry enough, free of oils, grease, paints, debris removers, 
oxides, old putties or any type of protector that  
prevents adhesion.

  - If necessary, it is recommended to clean with a non-
greasy solvent (acetone). 

  - On very absorbent substrates, little resistant or 
pulverulent use previously GECOL Primer–TP diluted in 
water 1:2.

  - Any substrates or substrates unknown or not described in 
this technical sheet, must be tested previously to check 
their grip, chemical compatibility and stain production 
or consult our Technical Department.

  - Prior to the application, mix the two components of 
GECOL Elastic–PU in its entirety with a slow electric 
beater (500 r.p.m.), until a smooth and homogeneous 
dough is obtained.

  - Extend and regulate the thickness with the aid of a 
notched trowel, ensuring total wetting.

  - In the application of high-dimensional coatings, with 
strong traffic, outdoors or where a high elasticity is 
required, the double gluing technique is recommended. 
 

  - Placing and solidifying the tile until the breakage 
of the footprint or groove leaves the trowel, checking 
periodically the stickiness of the paste.

  - Periodically check that the adhesive does not form a 
surface film and is fresh.

  - The viscosity of the mixture gradually increases  
with time.

  - In waterproofing, it is recommended to make a layer of 
at least 1 mm with the smooth trowel, allowing to cure 
approximately 12 hours, before the application of a new 
layer of adhesive.

3_Application  
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Limits of use Cleaning

Do not use:

  - On wet surfaces or with possibility of moisture  
by capillarity.

The fresh product is removed with an organic solvent 
(eg acetone or alcohol).

Once cured it is only mechanically removed.

  -  Sealing joints is done with specific materials of the 
G#color Epoxy joints range.

  - Take care to preserve movement joints on any structural 
joint the building has.

  - Perimeter movement joints in corners and changes in 
plane, height or material. 

  - Movement joints that constitute maximum surface areas 
of 50 m2 indoors, 25 m2 outdoors and 16 m2 with dark 
colours on exterior surfaces.

  -  All movement joints should be filled with elastic mastic 
like G#color Elastic–MS.

4_Grouting 

Technical data sheet

DANGER

GHS05 GHS08

Safety data sheet

Hazardous components to be 
indicated on the label:

Diphenylmethane diisocyanate, isomers 
and homologues

Indications of danger

H332 Harmful if inhaled.

H315 Causes skin irritation.

H319 Causes serious eye irritation.

H334 May cause allergy or asthma 
symptoms or breathing difficulties  
if inhaled.

H317 May cause an allergic 
skin reaction.

H351 Suspected of causing cancer.

H335 May cause respiratory irritation.

H373 May cause damage to organs 
through prolonged or  
repeated exposure.

Precautionary statements

P260 Do not breathe vapor.

P280 Wear protective gloves / 
protective clothing / eye protection / 
face protection.

P305+P351+P338 IF IN EYES: Rinse 
cautiously with water for several 
minutes. Remove contact lenses, if 
present and easy to do. Keep clarifying.

P304+P340 IF INHALED:  
Remove to fresh air and keep at rest 
position that facilitates breathing.

P308+P313 IF EXPOSED OR IMPLIED: 
Consult a physician.

P302+P352 IF ON SKIN:   
Wash with plenty of water.

Consumption

1,5 – 3,0 kg / m2 depending on the type of laying and trowel used.

Supply

Set of 8 kg (Component A: 7 kg and Component B: 1 kg).

Colour: White.

Product

Composition: polyurethane liquid adhesive. Two-component solvent free 
and plasticisers.

Storage

18 months from the date of manufacture with the packaging closed and 
protected from the elements.

Application

Duration of the life of the mixture: 100 minutes.

Open time: 85 minutes.

Joint filling: 12 hours.

Passable: in 12 hours (depending on weather conditions).

Start-up: 7 days (depending on weather conditions).

Placement thickness: 2 to 7 mm.

Application temperature:      
from +5 °C to +35 °C (measured on the support).

Ultimate performance

Initial viscosity  23 °C: 25000 – 35000 cps

Temperature resistance: from -40 °C to +100 °C

Initial shear adhesion: greater than 2,0 N/mm2

Adherence to shear after immersion in water: greater than 2,0 N/mm2

Adherence to shear after heat action: higher than 2,0 N/mm2

Adherence of open time (20 min): greater than 0,5 N/mm2

Adhesion on concrete: higher than 1,0 N/mm2

Adhesion on polyester after immersion in water:    
greater than 1,0 N/mm2

Determination of the slip: < 0,1 mm

Determination of transverse deformation: > 40 mm

Reaction to fire: Non-flammable  .


