
GECOL Espolvoreo

High-performance, single-component flexible adhesive

Special application using dusting or barbotine (slurry) techniques on 
fresh mortar substrates.

Suitable for the application exclusively on interior and exterior flooring of 
all kinds of ceramics and natural and/or engineered stones.

Excellent initial adhesion power and application speed.

*  Information on the level of volatile substances present in the indoor 
air and presenting a risk of inhalation toxicity. The classification 
ranges from A+ (very low emission level) to C (high emissions).

CLASSIFICATION ON INDOOR AIR QUALITY*

Uses Quality Regulations

QUARTZ

Technology

ACCORDING

EN:12004

According to the European
standard UNE EN 12004

CEMENTITIUS ADHESIVES
FOR CERAMIC TILES

C2E

Commissioning requirements

· The indications for use refer, where provided, to 
Standard UNE 138002, in effect since February 2017: 
“General rules for the execution of cladding with 
ceramic tiles by adhesion”. Following always the 
specifications and applications of this.

· Other uses or other applications not described in 
said Standard will not be considered within the 
product warranty.

· Before using this adhesive, we recommend 
consulting the user manual.

· The data provided in this technical documentation 
have been obtained under standard laboratory 
conditions, so they may vary depending on the 
on-site installation and on the specific weather 
conditions, which are beyond our control.

· GECOL guarantees the perfect performance of its 
auxiliary products to the indicated situations. 
Materials from other brands or situations not 
described may affect the physical and aesthetic 
properties of our products.
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Areas of application

Directions for use

Flexible cement-based adhesive suitable for the 
application of all kinds of ceramic tiles and natural and /
or engineered stones:

  -  Porcelain tiles

  - Non-absorbent ceramic pieces

  - Ceramic tiles

  - Clinker

  -  Terracotta

  - Natural and engineered stone

  -  Marble, granite, terrazzo, limestone, etc.

Suitable for application exclusively on interior and 
exterior floors for domestic, commercial and industrial 
use and for urban furniture, including in areas subject to 
sudden temperature variations, on the traditional fresh 
mortar substrates.

  -  It is very important to not use it in floors for application 
once the setting process has begun and when they are 
subject to continuous rising damp.

  - Do not apply if a frost or exposure to full sun is expected.

  - Protect ceramic coatings from expansions and 
retractions with a good joint treatment.

  - We advise a joint spacing of 3 mm between tiles indoors 
and 5 mm between those outdoors. 

  - For exterior floors, the substrate must have a slope equal 
to or greater than 1% to allow for water drainage. 
 

  - It is essential for the substrate to be sufficiently hydrated.

  - When applying the tiles, it is important for you to press 
down firmly on them so that they are all fully embedded 
in the adhesive with no empty spaces between the tile 
and the substrate.

  - GECOL Espolvoreo is a product which, by its nature, is 
prone to form an anti-adhesive film, so we recommend 
applying it in a small working area (10 m approx.)

1_Before getting started   

2_Substrate preparation  

  - As a general rule, the screed must be compacted and 
screeded and must be perfectly flat and suitable for the 
application of the covering material.

  - Particular attention must be made to dose rate of cement 
and to the selection of the particle size of the aggregates 
in order to minimise hygrometric retraction. 
 

  - GECOL Espolvoreo is always applied on a bed of fresh 
mortar, preferably GM type - 7.5.

A. Dusting technique: (Pieces up to 1000 cm2)

  - Apply to and distribute over the fresh mortar bed 
uniformly with a thickness of at least 2 mm.

  - Moisten with a sprayer with enough water and trowel to 
better ensure that everything is correct before applying 
the ceramic tiles. 

  - Tap with a rubber mallet crosswise to the application, 
constantly checking the adhesion of the tile.

  - Hydrate even after the application of the tiles.

GECOL Espolvoreo is a product with an elevated 
composition in redispersible copolymer plastics. 
This makes it more susceptible to the phenomenon of 
forming an anti-adhesive surface film and therefore 

we recommend hydrating the fresh mortar substrate 
sufficiently both before and after applying  
the product.

3_Preparation and application of the mix  
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Limits of use Cleaning

Do not use:

  - On metal, plastics or concrete coated with a thin sealing 
film lacking optimal consistency.

  - In swimming pools or places with standing water.

  - On heavy traffic floors or with radiant heating.

Clean any residue on the tools and coated surfaces with 
water before the product hardens.

  - El sellado de juntas se realiza con los materiales   
Sealing joints is done with specific materials of the 
G#color Junta range.

  - When a good chemical resistance is required, use 
anti-acid epoxy compounds of the   
G#color Epoxy joints range.

  - Take care to preserve movement joints on any structural 

joint the building has.

  - Perimeter movement joints in corners and changes in 
plane, height, or material.

  - Movement joints that constitute maximum surface areas 
of 50 m2 indoors, 25 m2 outdoors and 16 m2 with dark 
colours on exterior surfaces.

5_Grouting  

B. Paste or barbotine (slurry) technique:

  - Mix the product with clean water until you have smooth 
and lump-free paste.

  - Let it rest and then mix the paste again.

  - The amount of water indicated on the packaging is 
a guideline and may vary by a small percentage 
depending on the geographic region where production 
takes place.

  - Mixes with more or less thixotropic consistency may be 
obtained, depending on the application desired.

  - Adding excess water can cause the thickness to be 
reduced due to shrinkage during the plastic phase of 
drying, reducing its ultimate performance, as well as 
result in a poorer application of the adhesive.

  - Apply GECOL Espolvoreo on the substrate and screed 
the thickness with a notched trowel. 
 

  - For formats larger than 1000 cm2 apply thicker slurry and 
use the back-buttering technique. 

  - Align the tiles with the use of spacers.

  - Check that the tile does not have any dust, dirt or poorly 
attached layers.

  - It is not necessary to wet the tile before placing it. Only 
if the back of the tile is very dusty do we recommend 
washing it with clean water.

  - Apply the tile and tap it with a rubber mallet until the 
mark or groove left by the notched trowel is broken, 
periodically checking the stickiness of the pasta (lifting 
up the tile already installed).

  - The adhesive should be checked regularly to ensure 
there is no skinning of the adhesive and that it is fresh.

  - Otherwise, it should be re-combed with a notched trowel, 
but never wet the adhesive.
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Technical data

Coverage

Dusting technique: +/- 1,5 kg/m2

Paste or barbotine (slurry) technique: +/- 3,5 kg/m2

Supply

Packages: 25 kg. plasticised paper bags.

Colour: white.

Product

Composition: white cement, silica and/or limestone sand, selected 
nanotechnological additives and plastic copolymers.  

Apparent density of powder: 1,20 +/- 0,10 kg/litre.

Granulometry: < 0,3 mm.

Storage

Twenty-four months from date of manufacture in a sealed package 
and protected from the weather.

Application

Mixing water: 9,5 – 10,5 litres/25 kg approx.

Pot life of the mix: over 3 hours.

Open time: 30 minutes.

Stand time: 5 minutes.

Grouting: 7 to 10 days.

Traffic bearing: 24 to 48 hours     
(depending on weather conditions).

Surface polishing: after 14 days.

Application temperature: from +5 °C to +35 °C   
(measured on the substrate).

Ultimate performance

Working temperature: from –30 °C to +60 °C

Initial adhesion strength: greater than 1,0 N/mm2

Adhesion after water immersion: greater than 1,0 N/mm2

Adhesion after heat ageing: greater than 1,0 N/mm2

Adhesion after a freeze-thaw cycle: greater than 1,0 N/mm2

Reaction to fire: Euroclass F.

Safety data

DANGER

SAFETY DATA

GHS07 GHS05

Hazard

H315 Causes skin irritation.  

H317 May cause an allergic skin reaction.

H318 Causes serious eye damage.

H335 May cause respiratory irritation.

Precautionary 

P102 Keep out of reach of children.

P103 Read label before use.

P261 Avoid breathing dust.

P280 Wear protective gloves / protective 
clothing / eye protection  /   
face protection.

P302 + P352 IF ON SKIN: 
Wash with plenty of soap and water.

P305 + P351 + P338 IF IN EYES: 
Rinse cautiously with water for several 
minutes. Remove contact lenses, if 
present and easy. Continue rinsing.

P310 Immediately call a POISON 
CENTER or doctor.  

P501 Dispose of contents / container in 
accordance with current legislation 
waste treatment.

1999/45/CE The product contains 
Chromium VI reducer, declared the 
period of effectiveness is indicated   
on the packaging.
  

Environmental classification

Award points:


