
GECOL Glass

Adhesive mortar for assembling and jointing glass blocks.

Excellent whiteness.

Very thin.

Highly thixotropic. Excellent plasticity.

Easy cleaning.

Flexible.

Impervious to rainwater.

*  Information on the level of volatile substances present in the indoor 
air and presenting a risk of inhalation toxicity. The classification 
ranges from A+ (very low emission level) to C (high emissions).

CLASSIFICATION ON INDOOR AIR QUALITY*

Uses Quality Regulations

QUARTZ

Technology

Commissioning requirements

· The indications for use refer, where provided, 
according to our tests and knowledge and do not 
free the consumer from the study and verification of 
the product for its specific use.

· Other uses or other applications not described in 
said Standard will not be considered within the 
product warranty.

· Before using this product, we recommend 
consulting the user manual.

· The data provided in this technical documentation 
have been obtained under standard laboratory 
conditions, so they may vary depending on the 
on-site installation and on the specific weather 
conditions, which are beyond our control.

· The marking of this product is fixed in accordance 
with the provisions established in the UNE EN 998-2 
Standard and exclusively under the conditions 
that it indicates for the technical analysis and 
continuous verification of the regularity of  
the product.

· GECOL guarantees the perfect performance of its 
auxiliary products to the indicated situations. 
Materials from other brands or situations not 
described may affect the physical and aesthetic 
properties of our products.
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GM10
According to the European

standard UNE EN 998-2

MORTARS FOR MASONRY

ACCORDING

EN:998-2



  -  Do not apply if a frost or exposure to full sun is expected.

  - Do not remix the product residues that have started to 
harden with more water, as this decreases the  
mortar’s properties.

  -  Leave a minimum joint space between pieces of 10 mm.

  - Protect the walls or window openings made with glass 
block from expansions and contractions using an elastic 
perimeter expansion joint.

  - Glass block partition walls are not structural, due to 
which they will never support any load. 

  - It is advisable to reinforce the partition wall using 4-6 
mm diameter galvanized steel rods.

  -  The maximum surface of one of the sides of the partition 
wall will not exceed 20 m2.

  - We recommend that the height of the partition wall 
does not exceed 3 m and a length of 6 m. For larger 
dimensions, it must be divided into several panels.

  - Do not add cement, sand or other substances that could 
affect the properties of the material.

  - If in doubt, always consult our Technical Department.
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Fields of application

  - Adhesive mortar for the vertical assembly and jointing 
of glass blocks or flagstone, of any format, on windows, 
divisions or interior and exterior partition walls.

Directions for use

1_Before getting started   

2_Substrate preparation  

  - As a general rule, all substrates must be: sturdy, clean, 
stable, rough, with a certain degree of absorption and 
moisture and completely set.

  - Due to the nature of the mortar, GECOL Glass is 
especially indicated in the installation and jointing of 
glass blocks, although it can also be used on any type of 
traditional masonry substrate.

  - Clean the substrate, removing all traces of dust, dirt, 
bituminous residue, release oils, greases, etc. 
 
 

  - Check that the glass blocks are clean and dry.

  - For assemblies of average-sized dimensions, these will 
be fixed to the adjacent wall, introducing horizontal rods.

  - In walls with large dimensions, it is advisable to use 
U-shaped metal profiles screwed to the   
adjacent structure.

  - The expansion or settling joint will be executed inside 
the profile.

  - Mix the product with clean water and a slow electric 
mixer until obtaining a smooth and lump-free paste.

  -  Let settle and then remix the paste.

  -  The amount of water indicated on the packaging is 
a guideline and may vary by a small percentage 
depending on the geographic region where production 
takes place.

  -  Mixes with more or less thixotropic consistency may be 
obtained, depending on the application desired.

  -  Adding excess water can cause the thickness to be 
reduced during the plastic phase of drying, reducing 
its ultimate performance, as well as result in a poorer 
application of the product.

3_Preparation of the mixture  
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Usage limits Cleaning

Do not use:

  - On gypsum plaster, wood, plasterboard or  
painted surfaces.

  - In places where water may pool.

  - For exterior floors, the substrate must have a slope equal 
to or greater than 1% to allow for water drainage.

Clean any residue on the tools and coated surfaces with 
water before the product hardens.

Technical data

Consumption

(*) Block thickness in mm.

Supply

Containers: 25 kg plasticized paper bags.

Color: white.

Product

Composition: hydraulic conglomerates with excellent whiteness, marble 
aggregates, organic polymers, waterproof agents and special additives. 

Apparent density of powder: 1,20 +/- 0,10 kg/litres.

Storage

Twenty-four months from date of manufacture in a sealed package and 
protected from the weather.

Application

Mixing water: 6 – 6,5 litres/25 kg approx.

Useful life of the mixture: 60 minutes.

Application thickness: 20 mm.

Maximum application thickness: 30 mm.

Application temperature: from +5 °C to +35 °C    
(measured on the substrate).

Ultimate performance

Compression resistance: greater than 10 N/mm2

Flexo-traction resistance: greater than 2 N/mm2

Capillary water absorption: less than 0,4 kg / m2 min0,5 

Water vapor permeability coefficient: µ 15 / 35

Reaction to fire: Euroclass A1.

(*) Block thickness in mm
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4_Application  

  -  Apply GECOL Glass to the glass block. 

  - Install the glass blocks using spacers in order to obtain a 
regular joint width.

  - Reinforce the partition wall using 4 mm diameter 
galvanized steel rods, ensuring that they do not come 
into contact with the glass.

  - In the case of partition walls greater than 3 m in width 
will include a rod by way of vertical joint.

  - In order to ensure adequate installation, it is advisable 
to exert pressure on the blocks to adequately pack all the 
elements to avoid cavities between the block and the 
substrate or between blocks. 

  - In the event of expansions or contractions, execute 
an elastic perimeter joint to protect walls or window 
openings in contact with the blocks.

  -  Fill any joints that have not been perfectly filled. 

  -  Proceed to finish the joint. Remove excess paste. We 
recommend using a hard rubber trowel for the  
final finish.

  -  Once it has hardened, clean GECOL Glass using a clean, 
dry cloth.



Safety data
Danger

Hazard

H315 Causes skin irritation.

H317 May cause an allergic 
skin reaction.

H318 Causes serious eye damage.

H335 May cause respiratory irritation.

Precautionary

P102 Keep out of reach of children.

P103 Read label before use.

P261 Avoid breathing dust.

P280 Wear protective gloves / protective 
clothing / eye protection / face 
protection.

P302 + P352 IF ON SKIN: Wash with 
plenty of soap and water.

P305 + P351 + P338 IF IN EYES: Rinse 
cautiously with water for several 
minutes. Remove contact lenses, if 
present and easy. Continue rinsing.

P310 Immediately call a POISON 
CENTER or doctor.

P501 Dispose of contents / container in 
accordance with current legislation 
waste treatment.

1999/45/CE The product contains 
Chromium VI reducer, declared the 
period of effectiveness is indicated on 
the packaging.

GHS07 GHS05

Environmental classification

Award points:
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