
GECOL Imper-PU

Hybrid waterproofing and passable, water-based polyurethane membrane 
for the protection of all types of surfaces

Suitable for both new construction and renovation    
of old buildings.

Excellent adhesion on any surface.

Fast drying and hardening.

Great filling power.

High flexibility and elasticity

Resistant to aging.

Indoor and outdoor uses.

Optimum resistance to alkalinity and extreme temperatures.

Easy application.

Uses

Commissioning requirements

· The indications for use refer, where provided, 
according to our tests and knowledge and do not 
free the consumer from the study and verification 
of the product for its specific use.

· Other uses or other applications not described will 
not be considered within the product warranty.

· Before using this product, we recommend 
consulting the user manual.

· The data provided in this technical 
documentation has been obtained under 
standard laboratory conditions, so they may   
vary depending on the installation and the 
particular environmental conditions, which   
are beyond our control.

· The marking of this product is set in accordance 
with the provisions established in the Technical 
Data Sheet and exclusively under the conditions 
that it indicates for the technical analysis and 
continued verification of the regularity of the 
product.

· GECOL guarantees the perfect behaviour of its 
auxiliary products to the indicated situations.

· Materials from other brands or situations not 
described can affect the physical and aesthetic 
properties of our products.
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Application areas

Limits of use Cleaning

How to use

  - Liquid membrane, waterproofing, passable, single-
component and formulated with water and aliphatic 
polyurethane resin and acrylic copolymer.

  - Once hardened, it forms a waterproof, durable, 
continuous and elastic layer that supports the 
movements of the substrate, being resistant to the 
passage of people, ultraviolet rays, atmospheric 
agents and to chemical agents, protecting the applied 
surfaces from leaks and humidity.

  - Especially indicated for use in places without 
ventilation due to its watery nature, an odourless 
product.

Suitable for the protection of terraces, balconies,  
decks on substrates of:

  - Natural stone.

  - Cement mortar.

  - Ceramic tile.

  - Paint.

  - Smooth concrete.

  - Hydraulic tile.

  - Clay cooked.

  - Marble, granite, etc.

  - Wood, PVC, glass, steel, etc.

  - Immersion

  - On supports with more than 4% residual humidity.

  - On high traffic or high turnout surfaces.

Cleaning of the debris on tools and coated surfaces is 
carried out with water before the product is hardened.

  - Do not apply with risk of frost, with direct sunlight, 
strong wind or rain.

  - Protect the environment of the surface to be applied, 
cleaning with water any possible splash, always 
before its hardening.

  - The performance of the product is obtained once dry 
and crosslinked.

  - Do not apply on wet surfaces (<0.3%) or with moisture 
problems due to capillary ascension.

  - In case of doubt, always consult with our Technical 
Department.

1_Previous recommendations  

2_Substrate preparation  

  - As a rule, all substrates must be: resistant, clean  
of dust and grease, stable and perfectly set.

  - Removed plasters or badly adhered plasters and coke 
or cracks.

  - On paint in bad condition remove and proceed as  
in the case of a new surface.

  - On porous supports, it is recommended, to avoid the 
appearance of bubbles, to use GECOL Primer-TP 1: 3 
diluted in water.

  - Before using it, mechanically shake the contents of the 
container, until obtaining a total homogenization.

  - Apply with brush, roller or gun, in the traditional way 
in two layers.

  - Extend evenly in abundant layer.

  - It is recommended not to overreach.

3_Application  
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Technical data sheet

Hazard

H360D May damage the unborn child.

H318 Causes serious eye damage.

Precautionary statements

P102 Keep out of the reach of children.

P201-P202-P405 Obtain special
instructions before use. Do not handle the
substance before you have read and
understood all safety instructions. Keep
locked up.

P280F Wear protective gloves, clothing
and eye protection. In case of
insufficient ventilation wear respiratory
protective equipment.

P305 + P351 + P338-P310  IF IN CASE OF
CONTACT WITH EYES:  Rinse cautiously
with water for several minutes. Remove
contact lenses, if present and easy to do.
Keep clarifying. Immediately call a
POISON CENTER or doctor.

DANGER

GHS05 GHS08

P501b Dispose of contents / container
by delivery to a separate hazardous
waste collection point enabled in your
municipality.

Additional information

EUC028 Restricted to professional users
only.

Hazardous components

1-ethylpyrrolidin-2-one

Safety data

Consumption

Theoretical yield: 0.5 – 1.0 kg / m2 in thicknesses    
of 300 - 600 microns. (Two layers).

Supply

Containers of 4 kg.

Colour: Transparent, red and white.

Product

Composition: Aliphatic polyurethane and acrylic copolymer  
in aqueous dispersion.

Density: 1.07 +/- 0.05 g / litre.

Solids by weight: 33 +/- 2%

Recommended thickness: 300 to 600 microns (dry).

Maximum application thickness per coat: 500 microns

Repainting: 24 hours and once the first coat dry.

Storage

12 months from the date of manufacture with the packaging  
closed and protected from the elements.

Application

Drying: 24 - 72 hours, under normal conditions and according  
to application thickness.

Ultimate performance 

Elasticity: greater than 250% in a minimum thickness of 30 microns.


