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GECOL Junta-F
Mortar grout, flexible, one-component, high performance,
up to 6 mm

Suitable for use on all kinds of ceramic tiles, natural
and/or engineered stones, thin pieces (3 mm) and
even rectified tiles.

Excellent performance under the most compromising
conditions:
- High-traffic flooring.
- Façade coverings.
- Radiant heat flooring.
- Pools.
- On deformable plasterboard substrate panels.

With additives that prevent mould growth.

Waterproof. Drop effect.

High resistance to abrasion.

Excellent cleaning and maintenance.

Intense colours.

According to the European
standard UNE EN 13888

GROUT FOR TILES

CG2 W A
CERTIFICATED

FIRE REACTION

IMO

Uses Quality Regulations

Effect
Anti-mould
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Cement mortar additive for grouting 3 mm joints:

 Porcelain tiles.·

 Non-absorbent ceramic pieces.·

 Large-format ceramic partition walls.·

 Clinker.·

 Thin ceramic pieces (3 mm).·

 Terracotta.·

 Vitreous mosaic.·

 Natural and engineered stone.·

 Marble, granite, limestone, etc.·

 Rectified ceramic tiles.·

Application on interior and exterior floors and walls for
civil works, commercial and industrial use and for
urban furniture, in high-traffic environments,
deformable laminated plasterboard panels, swimming
pools, water tanks and fountains, even in areas subject
to sudden temperature variations and frosts.

This product incorporates in its formulation system
preservation and proliferation of mould.

 Do not apply if a frost or exposure to full sun ·
is expected.

 Do not remix the product once it has started ·
to harden.

 Mixing water should be measured accurately, since·
excess water favours the appearance of efflorescence
on the surface of the grout.

 Mixing mixes with different proportions of water may·
result in different colour shades from the same
reference number.

 Once the joint has been applied and filled, we do not·
recommend sprinkling it with GECOL Junta-F PLUS in
order to avoid differences in colour and a reduction
in its ultimate mechanical strength.

 We advise that you perform a preliminary test outside·
of the work area to check whether the surface of the
wall covering has a high microporosity since, when
using colours that contrast with the covering, this can
hinder cleaning and finishing.

 If in doubt, always consult our Technical Department.·

Areas of application

Directions for use

1_Before getting started
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 Mix the product with clean water until you have·
smooth and lump-free paste.

 Let it rest and then mix the paste again.·

 The amount of water indicated on the packaging is a·
guideline and may vary by a small percentage
depending on the geographic region where
production takes place.

 Mixes with more or less thixotropic consistency may·
be obtained, depending on the application desired.

 Adding excess water can cause the thickness to be·
reduced due to shrinkage during the plastic phase of
drying, reducing its ultimate performance, as well as
result in a poorer application of the joint mortar.

 The use of dirty or salty water will cause efflorescence·
to appear on its surface.

Protect porous or rough tiles with a primer to prevent·
them from becoming stained and also to facilitate the
subsequent cleaning of these tiles.

Before grouting, make sure that the application of the·
ceramic tiles has been done properly and that the
tiles are completely anchored to the substrate.

Substrates must be completely dry.·

When grouting, follow the wait time listed on the·
technical data sheet of the adhesive used.

When installing with conventional mortar, is·
necessary to wait for 7 to 10 days for flooring and at
least 2 to three days for wall coverings.

Possible rising water or damp forming salt deposits on·
the surface of the joint or change in colour due to
inconsistent evaporation of residual water through
the joint.

In order to avoid differences in the shade of the·
colour, joints should be clean of dust, flaky parts and
adhesive residue. They should be of uniform depth
– equal at least equal to 2/3 of the total thickness of
the coating – thus avoiding drying differences caused
by different thicknesses.

Prior to grouting on a dry substrate, we suggest·
uniformly moistening the joints bearing in mind,
however, that too much moisture or a temperature
below 5 °C will not guarantee that it has a good
consistency and – with coloured products – can cause
uneven colouring.

Take care not to get any adhesive residue or cement
mortar on the edges of the tiles so that
GECOL Junta-F PLUS bonding effect is not impeded.

2_Substrate preparation 

3_Preparation of the mix 
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Do not use:
In joints with a width of less than 6 mm (use ·
GECOL Junta-G PLUS).

On metal and plastic, as well as on premises·
involving the use of food or sanitary purposes and
with the use of harsh products (acids, solvents, etc.);
use GECOL Epoxi in these circumstances.

In joints with ceramic cladding bonded to wood.·

For filling elastic dilation joints of dilation or·
fractioning joints.

In high deformability joints that are dry and subject·
to rising damp.

Let the mixture harden, at least until it is not longer·
plastic (10 to 30 minutes).

 Remove any excess product using a clean, damp·
cellulose sponge, rinsing it frequently but without
excess water.

 If cleaning occurs at an early stage of curing while·
the paste is still in the plastic phase, the joints 
may be partially emptied, which causes a change 
in the colour due to water accumulating in the 
hollow spaces.
If, on the other hand, the grouting is already
hardened, a mechanical cleaning will be required.
Pay special attention when carrying out this
operation, since it can cause deterioration on the
surface of the tiles.

 Clean using a clockwise rotary movement to remove·
the film of hardened material on the tiles.

 Avoid the use of esparto grass, since this can damage·
and dirty the joint.

 For even application, it is very important for the·
sponge to be hard, fairly thick and large, and this
will prevent a reduction in the joints.

 Finish up the cleaning job with a dry cloth.·

 After 24 hours, clean the remaining powder or dust·
with a damp cloth, making sure by doing so that
there is proper hydration and hardening of the
cement and that the colour is even.

 Should there be a glazing of the covering's surface·
when the final clean-up is complete,
GECOL Desincrustante may be used at least 10 days 
after grouting.
Use GECOL Desincrustante only on acid-resistant
surfaces.

 Apply GECOL Junta-F PLUS evenly over the surface·
of the tile with the help of a rubber trowel or spatula.

 Fill all joints and eliminate any excess product from·
the surface by moving the trowel diagonally across
the joints while the mixture is still fresh.

Clean any residue on the tools and coated surfaces
with water before the product hardens.

4_Application

5_Finish

Limits of use

Cleaning
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Formula for the consumption calculation

( A + B )
x C xD x 1.5 = kg/m2

( A x B )

Where:
A: length of tile (mm) C: thickness of the tile (mm)
B: width of the tile (mm) D: width of the joint (mm)

(*) Coverage varies depending on the size of the ceramic and the width
and depth of the joint (kg/m2)

Packages: 25 kg plasticised paper bags and high-quality 5 kg metallised
polyethylene sacks in 25 Kg boxes (5 kg x 5 sacks)

Colours: colour chart

Composition: white or grey cement, limestone sand, redispersible
plastic copolymers, special additives and mineral pigments. 

Apparent density of powder: 1.00 +/– 0.10 kg/litre

Twenty-four months from date of manufacture in a sealed package
and protected from the weather

Consumption

Supply

Product

Storage

Consumo estimado (*)Consumo estimado (*)

30 x 30

0,1

0,2

0,3

0,4

0,5

0,6

mm

1

2

3

4

5

6

5 x 5

0,3

0,6

0,9

1,0

1,1

1,1

10 x 10

0,2

0,3

0,5

0,6

0,7

0,8

15 x 15

0,2

0,4

0,5

0,5

0,7

0,7

20 x 20

0,2

0,3

0,5

0,5

0,6

0,7

Mixing water: 8 – 9 litres/25 kg approx.
1.6 – 1.8 litres/5 kg approx.

Pot life of the mix: 1 hour
Stand time: 5 minutes

Grouting:

- On adhesive: see adhesive product information
- On cement mortar: 7-10 days on flooring and 

2-3 days on cladding 

Application width: from 0 to 3 mm

Traffic bearing: 12 to 24 hours (depending on 
weather conditions)

Return to service time: 3 days (depending on 
weather conditions)

Surface polishing: after 14 days

Swimming pool grouting: 7 days (depending on 
weather conditions)

Application temperature: from +5 °C to +35 °C (measured 
on the substrate)

Service temperature: from –30 °C to +80 °C

Compressive strength 
after dry storage: 15 N/mm2

Compressive strength 
after freeze-thaw cycle: 15 N/mm2

Flexural strength 
after dry storage: 2,5 N/mm2

Flexural strength 
after freeze-thaw cycle: 2,5 N/mm2

Retraction: 3 mm/m

Resistance to abrasion: 1000 mm3

Water absorption after 30 minutes: 2 grams

Water absorption after 240 minutes: 5 grams

Reaction to fire: Euroclass A1

Application

Ultimate performance
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Prior to the use of this adhesive, we recommend consulting the instruction manual.
The information provided in this technical documentation has been obtained under
standard laboratory conditions, and so may vary depending on the on-site
installation and on the specific weather conditions, which are beyond our control.

GECOL guarantees that their auxiliary products will perform flawlessly in the
situations listed. Materials from other brands or situations other than those
described can affect the physical and aesthetic properties of our products.

Warnings

Hazard

H315 Causes skin irritation.

H317 May cause an allergic skin
reaction.

H318 Causes serious eye damage.

H335 May cause respiratory irritation.

Precautionary

P102 Keep out of reach of children.

P103 Read label before use.

P261 Avoid breathing dust.

P280 Wear protective gloves /
protective clothing / eye protection /
face protection.

P302 + P352 IF ON SKIN: Wash with
plenty of soap and water.

P305 + P351 + P338 IF IN EYES: Rinse
cautiously with water for several
minutes. Remove contact lenses, if
present and easy. Continue rinsing.

GHS07 GHS05

P310 Immediately call a POISON
CENTER or doctor.

P501 Dispose of contents / container in
accordance with current legislation
waste treatment.

1999 /45 / EC The product contains
Chromium VI reducer, declared the
period of effectiveness is indicated on
the packaging.

Safety data

DANGER


