
GECOL Látex

Plastic latex to improve the adhesion of mortars and concretes

Increase the mechanical resistance.

It provides the mortars with a high final flexibility.

Highly concentrated product.
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Uses

Commissioning requirements

· The indications for use refer, where provided, 
according to our tests and knowledge and do not 
free the consumer from the study and verification of 
the product for its specific use. 

· Other uses or other applications not described will 
not be considered within the product warranty.

· Before using this product, we recommend 
consulting the user manual.

· The data provided in this technical documentation 
has been obtained under standard laboratory 
conditions, so they may vary depending on the 
installation and the particular environmental 
conditions, which are beyond our control.

· The marking of this product is set in accordance 
with the provisions established in the  
Technical Data Sheet and exclusively under  
the conditions that it indicates for the technical 
analysis and continued verification of the 
regularity of the product.

· GECOL guarantees the perfect behaviour of its 
auxiliary products to the indicated situations.

· Materials from other brands or situations not 
described can affect the physical and aesthetic 
properties of our products.
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Application

Directions for use

  - Polymeric binder, suitable for mixing with the mixing 
water of mortars and concretes, improving its adhesion 
flexibility and final resistances.

  - Do not apply mortar or concrete on frozen surfaces.

  - Follow the instructions described in the technical sheet 
of the additivated product. 

  - In case of doubt, always consult our  
Technical Department.

1_Before getting started   

2_Substrate preparation 

  - As a rule, all substrates must be: sturdy, clean, stable, 
rough, flat, with some degree of moisture and absorption 
and totally set-up (hardened).

  - The plaster or cracks or poorly adhering plaster or 
plasters should be removed. 

  - In the case of the existence of salt spray, they should be 
removed by brushing the surface dry and treating with 
GECOL Desincrustante, agent, then rinsing with plenty 
of water.

4_Application  

  - Prior to use, shake the contents of the container 
mechanically until a total homogenization is obtained.

  - Manufacture of flexible joints mortars:

  - Add 1 litre GECOL Látex of each 25 kg of  
G#color Junta-G PLUS (litres / 5 kg bag of product).

  - Application of mortars for façade coatings on concrete:

  - Knead the mortar of façades by adding 2 litres of 
GECOL Látex to the mixing water for each 25 kg of 
coating mortar.

  - Apply to trowel on clean concrete (2 - 5 mm).

  - After 24 hours, apply the coating mortar, verifying the 
strength of the primer.

  - In applications with concrete repair mortars  
(GECOL Reparatec):

  - Apply GECOL Reparatec in a creamy consistency, 
adding 1 litre of GECOL Látex  to the corresponding 
mixing water.

Limits of use Cleaning

  - The limitations of the use of the mixture (mortar   
GECOL Látex) are those indicated in the technical 
specifications of the applied mortar.

Clean any residue on the tools and coated surfaces with 
water before the product hardens.
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Technical data

Safety data
Danger

Prudence advice

P102 Keep out of the reach of children.

P103 Read the label before use.

P280 Wear protective gloves / protective 
clothing / eye protection /  
face protection.

P302 + P352 IN CASE OF SKIN CONTACT: 
Wash with plenty of soap and water.

P305 + P351 + P338 IF IN EYES: Rinse 
cautiously with water for several 
minutes. Remove contact lenses, if it is 
worn and it is easy. Continue clarifying.

P310 Immediately call a 
TOXICOLOGICAL INFORMATION 
CENTER or doctor.

P501 Dispose of contents / container in 
accordance with current waste 
treatment legislation.

Coverage

Varies by application and substrate.

Supply

Packages: 1 and 5 litres plastic drums.

Colour: Colourless.

Storage

Twenty-four months from date of manufacture in a sealed package and 
protected from the weather.

Product

Composition: synthetic resins in dispersion.

Density: 1,0 +/- 0,1 kg/litre.

Solids by weight: > 45%.

pH: 8,5.

Ultimate performance

Adhesion of the mortar without GECOL Látex: > 0,3 N/mm2.

Adhesion of the mortar with 5% GECOL Látex: > 0,6 N/mm2.


