
GECOL Recrecido pronto

Cementitious ready-mixed mortar, quick drying, ready to use,  
for the realization of screeds.

High mechanical resistance.

Controlled retraction.

Suitable for thicknesses up to 80 mm.

Fast commissioning.

Designed for leveling radiant heat flooring.

Commissioning requirements

· The indications for use refer, where provided, 
according to our tests and knowledge and do not 
free the consumer from the study and verification of 
the product for its specific use.

· Other uses or other applications not described will 
not be considered within the product warranty.

· Before using this product, we recommend 
consulting the user manual.

· The data provided in this technical documentation 
has been obtained under standard laboratory 
conditions, so they may vary depending on the 
installation and the particular environmental 
conditions, which are beyond our control.

· The marking of this product is set in accordance 
with the provisions established in UNE EN 13813  
and exclusively under the conditions that it 
indicates for the technical analysis and continued 
verification of the regularity of the product.

· GECOL guarantees the perfect behaviour of its 
auxiliary products to the indicated situations. 
Materials from other brands or situations not 
described can affect the physical and aesthetic 
properties of our products.
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*  Information on the level of volatile substances present in the indoor 
air and presenting a risk of inhalation toxicity. The classification 
ranges from A+ (very low emission level) to C (high emissions).

CLASSIFICATION ON INDOOR AIR QUALITY*

Applications

QUARTZ

Technology

ACCORDING

EN:13813

According to the European
standard UNE EN 13813

SCREED MATERIAL
AND FLOOR SCREEDS

CTC30F6

Quality Regulation
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Fields of application

Suitable for repairing, cleaning, and producing both 
floating and bonded screeds on interior and  
exterior pavements.

Indicated for the subsequent placement of coatings 
such as ceramic, natural stone, carpet, parquet, floating 
flooring, PVC, paint, linoleum, rubber, etc. Where quick 

drying is necessary for an early start-up.

Valid to produce screeds on supports with radiant 
heat flooring.

Directions for use

  - Mix GECOL Recrecido pronto with the amount of water 
indicated on the package and in this data sheet.

  - Do not apply on substrates subjected to moisture lifts, 
a waterproof membrane must be interposed.

  - Do not apply if a frost is expected or if exposed to 
full sunlight.

  - Do not remix the product residues that have started to 
harden with more water, as this decreases the  
mortar’s properties.

  - It is advisable to make a perimeter joint with elastic 
material on surfaces greater than 12 m2 before applying 
the product, for example with expanded polystyrene 
of 1 cm.

  - Perform partition joints on surfaces greater than 20 m2, 
with a 6 mm, execute expansion or fractionation joints 
every 25 m2, as well as perimeter and structural joints.  
 

In all cases, they must be filled with elastic sealants such 
as G#color Elastic–MS.

  - Do not add cement, sand or other substances that could 
affect the properties of the material.

  - Do not add additional water during the surface finish, 
since this can cause cracking and discoloration in 
the finish.

  - If in doubt, always consult our Technical Department.

1_Before getting started   

2_Substrate preparation  

  - As a rule, all substrates must be sturdy, clean, stable, 
rough, with a certain degree of absorption and moisture 
and completely set.

  - Clean the substrate by removing traces of dust, dirt, etc.

  - If necessary, the substrate must be mechanically treated 
by means of mechanical abrasion or grit blasting.

  - The substrates will previously be moistened until 
saturation, starting to apply the product when the 
surfaces acquire a matt appearance.

  - In case of cracked supports, they will be previously 
treated with the GECOL Reparatec range of repairers.

  - On compressible supports, the placement of a 
galvanized electrowelded mesh with a diameter of not 
less than 2 mm and a 5 x 5 cm weft should be foreseen, 
for the correct distribution of the loads. 
 

  - On absorbent substrates, they will be moistened before 
saturation, beginning to apply the product when the 
surfaces acquire a matt appearance.

  - In the case of thicknesses between 10 mm and 35 mm of 
GECOL Recrecido pronto, the screed should be adhered, 
applying previously, on a flat and compact support, an 
adhesion slurry prepared with GECOL Recrecido pronto 
and GECOL Látex diluted with water in proportion 1 :1. 
Applying later the grout still fresh (this mixture tends to 
settle, remix before application).

  - For the application of thicknesses between 35 mm and 
80 mm, it is recommended that the screed be executed 
floating on a vapor barrier in polyethylene sheet 
or membrane.

  - In case of finding conduits, these should be reinforced 
by placing a light metal framework resistant to alkalis.
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Usage limits Cleaning

Do not use:

  - In places where water may pool.

  - On permanently wet floors or floors susceptible  
to rising damp.

  - In places where it must remain exposed (not cladded).

Clean any residue on the tools and coated surfaces with 
water before the product hardens.

  - Apply GECOL Recrecido pronto on the support prepared 
previously with samples.

  -  Extend and compress properly, floating until obtaining 
the desired surface finish.

  -  Spread and smooth with a leveling trowel to obtain the 
desired thickness.

  -  In case of intermittent work, it is recommended to insert 
iron spheres of 20 - 30 cm in length, of diameter 3 - 6 mm, 
at a distance between them of 20 - 30 cm, finished with 
a perpendicular cut, guaranteeing in this way a free 
welding of unevenness and cracking.

4_Application  

  -  Mix the product with clean water and a slow electric 
mixer pump machine until obtaining a smooth and 
lump-free paste.

  -  Let it settle and then remix the paste.

  -  The quantity of water indicated on the packaging is 
indicative and may vary by a small percentage  
 

depending on the geographic region where production 
takes place.

  -  Adding excess water can cause the thickness to be 
reduced during the plastic phase of drying, reducing its 
ultimate performance, as well as resulting in a poorer 
application of the product.

3_Preparation of the mixture  

Technical data

Consumption

+/-18 +/-3 kg / m2 and cm thickness.

Supply

Containers: 25 kg plasticized paper bags.

Colour: grey.

Product

Composition: special cements, siliceous aggregates with compensated 
granulometry, synthetic resins and fluidizing additives. 

Apparent density of the powder: 1.50 +/- 0.10 kg/litres.

Storage

24 months from date of manufacture in a sealed package and protected 
from the weather.

 

Application

Mixing water: 

– Semi-dry consistency: 1,7 - 2,2 litres / 25 kg approx.

– Pasta consistency 2,2 - 2,6 litres / 25 kg approx.

Max size of aggregate: 4 mm.

Mix life: 15 - 30 minutes (depending on weather conditions).

Walkability time: 12 hours depending on weather conditions.

Commissioning: 1 - 4 days depending on the coating to be placed.

Application thickness: 10 - 80 mm.

Residual humidity at 4 days: < 2 %.

Application temperature: from +5 °C to +35 °C   
(measured on the substrate).

Ultimate performance

Compression resistance: greater than 30 N/mm2

Flexo-traction resistance: greater than 6 N/mm2

Thermal conductivity: 1.2 +/- 0.1 W / mK.

Reaction to fire: Euroclass A1.
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Danger
Danger

Hazard

H315 Causes skin irritation.

H317 May cause an allergic 
skin reaction.

H318 Causes serious eye damage.

H335 May cause respiratory irritation.

Precautionary

P102 Keep out of reach of children.

P103 Read label before use.

P261 Avoid breathing dust.

P280 Wear protective gloves / protective 
clothing / eye protection / face 
protection.

P302 + P352 IF ON SKIN: Wash with 
plenty of soap and water.

P305 + P351 + P338 IF IN EYES: Rinse 
cautiously with water for several 
minutes. Remove contact lenses, if 
present and easy. Continue rinsing.

P310 Immediately call a POISON 
CENTER or doctor.

P501 Dispose of contents / container in 
accordance with current legislation 
waste treatment.

1999/45/CE The product contains 
Chromium VI reducer, declared the 
period of effectiveness is indicated on 
the packaging.

GHS07 GHS05


